
WebTech 5000E Locator

FCC/PTCRB/RC

CSA/CE/E Mark

GSM/SMS/GPRS/EDGE

Dimensions - 105 x 95 x 30 mm (4.30" x 3.75" x 1.18")
- 125g (4.4 oz.)Weight

Power - Input Voltage - 9 - 36 VDC

- Transit 1000 mA (maximum bursts)
- Standby (receive) - 100 mA

- Sleep (ignition off ) - 10 mA

Current (at 12 VDC)

Operating Temperature: -20°C to +60°C

Storage Temperature: -40°C to +80°C

Humidity: 95% Max (non-condensing)

RS-232 - DCE - DB-9 connector

Power - 3 wire (ignition, battery, ground)

RF - SMA (female)

GPS - SMC (female)

Certification

Networks Supported

Physical Specifications

Power Specifications

Environmental 

Connectors

Windows CE/ Windows Mobile

Laptop Computers

WebTech Mobile Data Terminals

Interoperable Devices

Included

PPP on serial port

NMEA

Transparent Pass Through

Protocols

GSM 900/1800/850/1900 MHz

Hardware Options

Installation Manual

Active GPS antenna

GSM 1/4 Wave Stubby Antenna

Power and Serial Cable

Panic button (in-vehicle / remote)
External roof mount RF & GPS antennae
Driver ID 
MDT 
Locator TrackBox
and more...

Optional Accessories

Internal Lithium Polymer Battery (1900mA hour)
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Telemetry (2 inputs, 2 outputs)




